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Product Description

Product Features
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Value Engineered Flexarm LED Spotlight

Ideal for display applications or as a reading light in headboards. The flexible arm allows you to direct 
light where it’s needed. A directional, high-powered LED provides a good light output without any heat 
or UV radiation, allowing you to directly illuminate even the most sensitive products.

• Available options:

• 3000 K

• 5000 K

• Energy-efficient using 1.2 W high power LED

• 18” long Flexarm

• Stainless Steel finish

• The mounting plate comes with an on/off switch

• 350 mA LED Driver with 60“ connecting cable included

• Efficacy: 83 lm/W

• Good CRI >75
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THIRD ANGLE PROJECTION

UNLESS OTHERWISE SPECIFIED,
TOLERANCES ARE:

0.1
0.01
0.001

ONE PLACE (X.X) = 
TWO PLACE (X.XX) = 

THREE PLACE (X.XXX) = 
ANGULAR = 1°

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED 
IN THIS DRAWING IS THE SOLE 

PROPERTY OF HERA LIGHTING LP.  
ANY REPRODUCTION IN PART OR 

AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF HERA 

LIGHTING LP IS PROHIBITED.
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DESCRIPTION

EdenrocVE-LED
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HERA LIGHTING LP
3025 BUSINESS PARK DR.
NORCROSS, GA 30071
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MODEL SIZE POWER
LIGHT
OUTPUT

EFFICACY CRI FINISH Part No. (3000 K) Part No. (5000 K)

EdenrocVE-LED 18" 1.2 W 85/103 Lm 83/85 lm/W >75 Stainless Steel EDENROC/WW/VE EDENROC/CW/VE/HI

Available Options
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