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Product Description

Product Features
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Customizable Back Lighting

Panel-LED is the perfect way to grab your customers attention using LED lighting. Panel-LED is made-to-order to any 
size up to 5’ x 10’. Panel-LED has an ultra-slim design and may be ordered with a snap frame, which makes installation 
and changing of graphics extremely easy.

• Available color temperatures:

• 5000 K

• Additional color temperatures (special order)

• The panel is super slim. Thickness is only 1/8”-5/16”

• Available with or without Snapframe

• Standard frame colors: Black or Anodized Aluminum   

 with custom colors available

• The snap frame is easy to open, therefore the image

 is  easy to install and change

• Applicable for retail design, fixtures and displays,  

 signage, and interior design

• Mounts portrait or landscape

• 50,000 hours usable life

• Optically refined dot pattern technology optimizes the  

 quality of light

• Custom sizes up to 5’ x 10’

• Larger sizes can be achieved with Multi Panel Tiling   

 without a visible seam in the panel output

• Uniform illumination exceeding industry standards

• LED Driver included
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THIRD ANGLE PROJECTION

UNLESS OTHERWISE SPECIFIED,
TOLERANCES ARE:

0.1
0.01
0.001

ONE PLACE (X.X) = 
TWO PLACE (X.XX) = 

THREE PLACE (X.XXX) = 
ANGULAR = 1°

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED 
IN THIS DRAWING IS THE SOLE 

PROPERTY OF HERA LIGHTING LP.  
ANY REPRODUCTION IN PART OR 

AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF HERA 

LIGHTING LP IS PROHIBITED.

 1" - 1
44" (12') 

 UP TO 120" (10') MAX 

NO FRAME: 1/8"-5/16"
FRAMED: 5/8"-7/8"

 UP TO 60" (5') MAX 

Panel Width (W) Up to 120" (10') MAX
Panel Height (H) Up to 60" (5') MAX

Panel Thickness (T) 1/8"-5/16" (unframed) 5/8"-7/8" (framed)
Panel Options Portrait or landscape; 2700K-6500K; snap 

frame or frameless; diffused or non-diffused
Power Cord Length (L) 1"-144" (12')

Power Cord Options Low power with Molex 2510 connector, high 
power cable with DC barrel jack

Driver Options Hera 24Vdc driver or OEM 12Vdc driver
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